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External dimensions

Module

Panel size (L x W)

Weight

Base

Air consumption

Weight

Head

Throughput *1

Placing accuracy *1

Single conveyor

Double conveyor

Productivity priority mode

Specifications

 (mm)

1R module

48 x 48 to 750 x 610 mm

48 x 48 to 750 x 510 mm

48 x 48 to 750 x 280 mm

610 kg

One module base

 50 L/min (ANR)

430 kg

RH20

46,000 cph

50,000 cph

RH08

24,000 cph

-

±0.025 mm  Cpk ≥ 1.00

RH02

8,000 cph

-

2R module

48 x 48 to 370 x 610 mm

48 x 48 to 370 x 510 mm

48 x 48 to 370 x 280 mm

730 kg

Two module base

100 L/min (ANR)

800 kg

*1  Under optimum Fuji conditions. 

Power

Air

Single conveyance

Dual conveyance

3-phase  AC 200 to 230 V ±10 V  (50/60 Hz)

0.4 MPa

System overview

Tray unit

Bases

Modules
1R module
2R module

Feeders 

Fuji intelligent feeder
(W04 to W104)

RM

Stick feeders

Vibratory type

Stacked type 

MCU

Dip flux units
Rotary-type

Rotary-type (plus model) 

Rotary-type 
(high-speed model) 

Reject parts conveyors
M

L

1.5L

Conveyors
Single
Double

Nozzles 

Nozzle stations

Heads

Parts camera

RH20

RH08

RH02

φ0.2 to φ20.0

Wide range
(S, M, L)

Standard

One module base
Two module base 

RH20 type

RH08 type

RH02 type

MFU
52 (bucket type)
47 (bucket type)

LCU

790

1,
48

0

45.9 45.9 1,585
1,740 39
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NXTR (S model)

Waste tape collection unit


