
CAMSO TLH 753

NEXT-LEVEL DURABILITY  
AND VERSATILITY
This highly versatile telehandler 
tire designed for mixed and hard 
surface applications offers 
next-level durability, traction 
and stability.

camso.co
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CAMSO TLH 753
TIRES FOR TELEHANDLERS AND MOTOR GRADERS
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EXTRA-DEEP NON-DIRECTIONAL 
TREAD PATTERN

 § Optimizes durability and traction on mixed 
and hard surfaces 

STEPPED TREAD DESIGN

 § Enhances traction in softer surfaces

OPTIMIZED LUG-TO-VOID RATIO

 §  Provides excellent traction for mixed 
and hard surface applications 

NEW IMPACT GUARD SIDEWALL DESIGN

 §  Deflects debris to better protect sidewalls 
and reduce stress cracking

TIRE SIZE PR

RIM SIZE
ACTUAL  

TIRE DIMENSIONS  
[inches] LOAD 

INDEX
SPEED 

SYMBOL SERVICE

MAXIMUM TIRE LOAD [lb]

Recom-
mended Alternative O.D. 

[in]
O.W.  
[in]

O.T.D.   
[32nd]

Inflation 
pressure  

[PSI]
Static 3 mph 9 mph 15 mph 21 mph 27mph 33 mph 39 mph

13.00-24 12 10.00VA 
(SDC)

8.00TG; 
9.00/1.5 (DC) 50.9 14.8 29 168 A2 Loader-Dozer 65 19730 14110 10750 9865 9150 - - -

13.00-24 12 8.00TG 9.00/1.5 (DC);
10.00VA (SDC) 50.5 13.7 29 143 A8 Grader 44 - - - - - - - 4410

13.00-24 16 10.0 9.0; 9.00/1.5 (DC) - - - 153 A8 Grader 58 - - - - - - - 5895

13.00-24 16 10.0 9.0; 9.00/1.5 (DC) - - - 173 A2 Loader-Dozer 87 22930 16315 12455 11465 10580 - - -

14.00-24 12 8.00TG
9.00/1.5 (DC); 

10.00VA (SDC); 
10.00WA (SDC)

52.9 14.4 31 147 A8 Grader 40 22265 - - - - - - 4960

14.00-24 12 10.00VA 
(SDC)

8.00TG; 
9.00/1.5 (DC); 

10.00WA (SDC)
53.4 15.4 31 172 A2 Loader-Dozer 62 22265 15875 12125 11135 10250 - - -

14.00-24 16 10.00W 10.0; 9.0; 
9.00/1.5 (DC) - - - 153 A8 Grader 54 - - - - - - - 5895

14.00-24 16 10.00W 10.0; 9.0; 
9.00/1.5 (DC) 53.3 15.8 33 177 A2 Loader-Dozer 80 25795 18300 14000 12895 11905 - - -

370/75-28 14 11.00 GR - 50.1 14.3 43 167 A2 Loader-Dozer 73 19200 13700 10400 9600 - - - -

400/75-28 16 12.00 GR - 51.6 15.4 44 173 A2 Loader-Dozer 76 22900 16300 12400 11400 - - - -

 

As compared with the SL G3, internal 
testing shows the new Camso TLH 753 
offers significantly enhanced tread life.  
A new versatile tread pattern provides 
excellent stability and vastly  
improved traction.
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